M4 M-FAN BEDEIK

®220x80mm
AC 100-120V & 200-240V

B General Specifications

@ Materialecoooovoeeeeen, Frame: Aluminum Alloy, Impeller: Plastic (UL94V-0)
Lead Wire: UL1015 204# black Terminal: 2.5mm

@ Motoriooiiieieiiieciiee, Capacitor-run & External Rotor Motor

€ Input Voltage................ 110V/220V (optional)

@ DielectricStrength......... 50/60Hz, 1500VAC 1Min (between input terminal and fr

@ Expected Life................ Ball Bearing 50000hrs (40°C)

@ Temperature Range....... Operating temperature -10°C~+70°C (Non-condensing)

Storage temperature -40°C~+70°C (Non-condensing)
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B specifications

Bearin RERLL) Rated | Input
Model & Frequenz P Speed Max Air Flow Max Static Pressure [Noise | Weight
Type VoItage Current Power

Part No. DB/S Watt m3/min Inch-H20 dB-A
AW22080B11HL(T) DB 100~120 50 0,45 48 2500 500 14,150 0,76 189 66 1600
AW22080B11HL(T) DB 100~120 60 0,56 58 2900 615 17,405 0,90 224 74 1600
AW22080B22HL(T) DB 200~240 50 0,22 48 2500 500 14,150 0,76 189 66 1600
AW22080B22HL(T) DB 200~240 60 0,27 58 2900 615 17,405 0,90 224 74 1600

Specifications are subject to change without notice.
Please visit our website www.bedek.de for further information and support.

M-FAN is a trademark of Shenzhen Huaxia Hengtai Electronic Co.,Ltd.




